
Sikelia 4.0
Optional accessories and extras

SL GRIGL 010
Magnetic support shelf
€ 44.30 Accessories

Consumables

BOMB 005
Reusable CO2 canister:
5kg
€ 296.50

CARCBA 011
0,5µ filter 
34000 L | 12 months
€ 123.40

Extras

BOTGL 030 01
Friska still water bottle
0.75L
€ 10.00

Friska sparkling water
bottle 0.75L
€ 10.00

BOTGL 030 02 View the complete 
range

MOBIL 014 01
Freestanding cabinet
€ 450.00

Bar

Zerica reserves the right to make changes without prior warning. ZERICA, BeviLa Natura, Refresh, Thirsty for innovation, i-Wall, Silver Turbo Clean, FRISKA and Mix&Go! are exclusive trademarks and property of ZERICA srl 
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Bar
Endlessly adaptable

< 120

REACHDM 174

CE 1935/2004

Bar is an extremely versatile professional system 
that dispenses reassuringly hygiene-assured 
refreshing water in your establishment. 

Say goodbye to substantial bills for water 
bottles, managing stock & empties and plastic 
recycling.  Enjoy ambient, chilled and sparkling 
(Bar G) water dispensing from a unit that 
ensures even the most demanding customers 
are satisfied. 

High quality, pure, refreshing water that’s great 
tasting too as it is passed through the purifying 
filter of your choice on dispense.

Under counter or countertop? Lengthways or 
widthways? Whatever your plans are, Bar has 
the perfect configuration for you even at a 
distance: works well with up to a 3m height 
differential and from up to 10m away horizontally.

Discover just how easy it is to take care of the 
environment whilst saving time and money with 
Bar. Plus, offer your clientele a unique experience 
with superior quality water. 

Go the extra mile and use Friska bottles as a 
sign of commitment to excellence and sustainability. 
#BETHECHANGE.

Choose Bar and join ZERICA in promoting positive 
environmental messages as well as good 
hydration practices.
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Bar
Enabling technologies & key benefits
Discover what we have in store for you...

Direct Chill Ice Bank
Direct chill ice bank tank refrigeration for high 
throughput requirements.  The system is perfectly 
balanced to provide incredibly high performance 
yet it still remains a compact solution. 

Sahara Clima
Designed for countries with scorching climates.  
Proprietary technology enables units to function 
perfectly in extreme temperatures.

Quality Parts
All parts are fully traceable, appropriately certified 
and of high quality to ensure durability and 
longevity. This includes components that come 
into contact with water: hygiene assured. 

ZERICA: copper evaporators



Bar
Product focus

Adjustable feet for maximum stability

Water re-circulation system meaning remote
installation possible from up to 10m away 
with a 3m height difference

FLEX - INSTALL Incredible flexibility regarding 
installation conditions
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Overflow pipe

Easy Access: straight forward inspection & 
maintenance without having to uninstall the unit

4
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Friska
Talking good hydration
Our bodies are about 60% water, an obviously 
critical element to the optimal functionality of 
us all. Drinking enough water on a daily basis is, 
therefore, absolutely essential to stay in good health. 

Correct hydration helps maintain the delicate 
equilibrium of fluids in the body, regulates 
temperature and supports the digestive system 
and kidneys. In addition, it provides us with energy, 
improves concentration and promotes healthy skin. 

Using Bar in your establishment contributes to 
your physical and mental wellbeing by ensuring 
good hydration habits as well as helping eliminate 
plastic from the environment a drop at a time.

Use Friska water bottles and carafes with pride 
to help the environment every day and work to 
a world without plastic. 

Inspired by the Sicilian word ‘frisca’ (fresh) Friska 
is a new brand from ZERICA aimed at encouraging 
everyone to make healthy choices and respect 
our precious environment.

Hydrate the right way with ZERICA.



*Ensure T-joint is correctly fitted
‡ ∆T= 4 °C
§ Values may be affected by external factors. Higher performing alternatives available on demand

Key
√ - included as 
standard 
O - Optional

External cabinet

Dispensing
Refrigeration capacity
Continuous
Water outlet temperature

Adjustable temperature

Condensation method

Operating temperature

Ice bank capacity
Refrigeration system

Inlets (push-fit)
Mains water pressure

Power supply voltage

Compressor power
Refrigerant gas

Unit weight | Shipping weight
Dimensions (cm) - W x D x H
Packaging dimensions (cm) - W x D x H
Units per pallet

8 mm F
2.5 bar ~ 5 bar 

230 V | 50 Hz

1/4 Hp
R600a

25 kg | 26 kg
35 x 51 x 44
38 x 59 x 53

8

Direct Chill Ice Bank 

Plastic coated galvanized steel

Chilled, ambient*
60 L/hr‡

140 L‡

3 °C ~ 12 °C

  √

Forced ventilation

5 °C ~ 38 °C §

12 L | 4.5 kg

Energy consumption 1.8 A | 280 W

Accessories supplied as standard Schuko power cable

Technical specifications
Bar C 20



*Ensure T-joint is correctly fitted
‡ ∆T= 4 °C
§ Values may be affected by external factors. Higher performing alternatives available on demand

Key
√ - included as 
standard 
O - Optional

External cabinet

Dispensing
Refrigeration capacity
Continuous
Water outlet temperature

Adjustable temperature

Condensation method

Operating temperature

Ice bank capacity
Refrigeration system

Inlets (push-fit)
Mains water pressure

Power supply voltage

Compressor power
Refrigerant gas

Unit weight | Shipping weight
Dimensions (cm) - W x D x H
Packaging dimensions (cm) - W x D x H
Units per pallet

8 mm F
2.5 bar ~ 5 bar 

230 V | 50 Hz

1/4 Hp
R600a

25 kg | 26 kg
35 x 51 x 44
38 x 59 x 53

8

Direct Chill Ice Bank 

Plastic coated galvanized steel

Chilled, ambient*
60 L/hr‡

140 L‡

3 °C ~ 12 °C

  √

Forced ventilation

5 °C ~ 38 °C §

12 L | 4.5 kg

Energy consumption 1.8 A | 280 W

Accessories supplied as standard Schuko power cable

Technical specifications
Bar C 20

*Ensure T-joint is correctly fitted
‡ ∆T= 4 °C
§ Values may be affected by external factors. Higher performing alternatives available on demand

Key
√ - included as 
standard 
O - Optional

External cabinet

Dispensing
Refrigeration capacity
Continuous
Water outlet temperature

Adjustable temperature

Condensation method

Operating temperature

Ice bank capacity
Refrigeration system

Inlets (push-fit)
Mains water pressure

Power supply voltage

Compressor power
Refrigerant gas

Unit weight | Shipping weight
Dimensions (cm) - W x D x H
Packaging dimensions (cm) - W x D x H
Units per pallet

8 mm F
2.5 bar ~ 5 bar 

230 V | 50 Hz

1/4 Hp
R600a

25 kg | 26 kg
35 x 51 x 44
38 x 59 x 53

8

Direct Chill Ice Bank 

Plastic coated galvanized steel

Chilled, ambient*
60 L/hr‡

140 L‡

3 °C ~ 12 °C

  √

Forced ventilation

5 °C ~ 38 °C §

12 L | 4.5 kg

Energy consumption 1.8 A | 280 W

Accessories supplied as standard Schuko power cable

Technical specifications
Bar C 20

Bar C

350 mm 505 mm
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ZERICA reserves the right to make changes without prior notice.

Technical drawings
Bar C 20



Key
√ - included as 
standard 
O - Optional

*Ensure T-joint is correctly fitted
‡ ∆T= 4 °C
§ Values may be affected by external factors. Higher performing alternatives available on demand

External cabinet

Dispensing
Refrigeration capacity
Continuous
Water outlet temperature

Adjustable temperature

Condensation method

Operating temperature

Ice bank capacity
Refrigeration system
Safety block due to water shortage

Inlets (push-fit)
Mains water pressure

Power supply voltage

Compressor power
Refrigerant gas

Unit weight | Shipping weight
Dimensions (cm) - W x D x H
Packaging dimensions (cm) - W x D x H
Units per pallet

8 mm F
2.5 bar ~ 5 bar 

230 V | 50 Hz

1/4 Hp
R600a

29 kg | 30 kg
35 x 51 x 44
38 x 59 x 53

8

Direct Chill Ice Bank 
  √

Plastic coated galvanized steel

Chilled, ambient*, sparkling
60 L/hr‡

140 L‡

3 °C ~ 12 °C

 √

Forced ventilation

5 °C ~ 38 °C §

12 L | 4.5 kg

AISI 304 Stainless steel carbonator
Continuous delivery of sparkling water

1.4 L
  √

Energy consumption  2.5 A | 460 W

Accessories supplied as standard Schuko power cable

Pumps Professional booster pump

Water pump impeller  √

Technical specifications
Bar G 20



Key
√ - included as 
standard 
O - Optional

*Ensure T-joint is correctly fitted
‡ ∆T= 4 °C
§ Values may be affected by external factors. Higher performing alternatives available on demand

External cabinet

Dispensing
Refrigeration capacity
Continuous
Water outlet temperature

Adjustable temperature

Condensation method

Operating temperature

Ice bank capacity
Refrigeration system
Safety block due to water shortage

Inlets (push-fit)
Mains water pressure

Power supply voltage

Compressor power
Refrigerant gas

Unit weight | Shipping weight
Dimensions (cm) - W x D x H
Packaging dimensions (cm) - W x D x H
Units per pallet

8 mm F
2.5 bar ~ 5 bar 

230 V | 50 Hz

1/4 Hp
R600a

29 kg | 30 kg
35 x 51 x 44
38 x 59 x 53

8

Direct Chill Ice Bank 
  √

Plastic coated galvanized steel

Chilled, ambient*, sparkling
60 L/hr‡

140 L‡

3 °C ~ 12 °C

 √

Forced ventilation

5 °C ~ 38 °C §

12 L | 4.5 kg

AISI 304 Stainless steel carbonator
Continuous delivery of sparkling water

1.4 L
  √

Energy consumption  2.5 A | 460 W

Accessories supplied as standard Schuko power cable

Pumps Professional booster pump

Water pump impeller  √

Technical specifications
Bar G 20

Key
√ - included as 
standard 
O - Optional

*Ensure T-joint is correctly fitted
‡ ∆T= 4 °C
§ Values may be affected by external factors. Higher performing alternatives available on demand

External cabinet

Dispensing
Refrigeration capacity
Continuous
Water outlet temperature

Adjustable temperature

Condensation method

Operating temperature

Ice bank capacity
Refrigeration system
Safety block due to water shortage

Inlets (push-fit)
Mains water pressure

Power supply voltage

Compressor power
Refrigerant gas

Unit weight | Shipping weight
Dimensions (cm) - W x D x H
Packaging dimensions (cm) - W x D x H
Units per pallet

8 mm F
2.5 bar ~ 5 bar 

230 V | 50 Hz

1/4 Hp
R600a

29 kg | 30 kg
35 x 51 x 44
38 x 59 x 53

8

Direct Chill Ice Bank 
  √

Plastic coated galvanized steel

Chilled, ambient*, sparkling
60 L/hr‡

140 L‡

3 °C ~ 12 °C

 √

Forced ventilation

5 °C ~ 38 °C §

12 L | 4.5 kg

AISI 304 Stainless steel carbonator
Continuous delivery of sparkling water

1.4 L
  √

Energy consumption  2.5 A | 460 W

Accessories supplied as standard Schuko power cable

Pumps Professional booster pump

Water pump impeller  √

Technical specifications
Bar G 20

Bar G

350 mm 505 mm
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ZERICA reserves the right to make changes without prior notice.

Technical drawings
Bar G 20



Key
√ - included as 
standard 
O - Optional

*Ensure T-joint is correctly fitted
‡ ∆T= 4 °C
§ Values may be affected by external factors. Higher performing alternatives available on demand

Pumps Professional booster pump

External cabinet

Dispensing
Refrigeration capacity
Continuous
Water outlet temperature

Adjustable temperature

Condensation method

Operating temperature

Ice bank capacity
Refrigeration system
Safety block due to water shortage

Inlets (push-fit)
Mains water pressure

Power supply voltage

Compressor power
Refrigerant gas

Unit weight | Shipping weight
Dimensions (cm) - W x D x H
Packaging dimensions (cm) - W x D x H
Units per pallet

8 mm F
2.5 bar ~ 5 bar 

230 V | 50 Hz

1/3 Hp
R600a

38 kg | 39 kg
35 x 51 x 51
38 x 59 x 61

8

Direct Chill Ice Bank 
  √

Plastic coated galvanized steel

Chilled, ambient*, sparkling
95 L/hr‡

210 L‡

3 °C ~ 12 °C

  √

Forced ventilation

5 °C ~ 38 °C §

12 L | 7.5 kg

AISI 304 Stainless steel carbonator
Continuous delivery of sparkling water

1.4 L
  √

Energy consumption 4.3 A | 700 W

Accessories supplied as standard Schuko power cable

Technical specifications
Bar G 100



Key
√ - included as 
standard 
O - Optional

*Ensure T-joint is correctly fitted
‡ ∆T= 4 °C
§ Values may be affected by external factors. Higher performing alternatives available on demand

Pumps Professional booster pump

External cabinet

Dispensing
Refrigeration capacity
Continuous
Water outlet temperature

Adjustable temperature

Condensation method
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Ice bank capacity
Refrigeration system
Safety block due to water shortage

Inlets (push-fit)
Mains water pressure

Power supply voltage

Compressor power
Refrigerant gas

Unit weight | Shipping weight
Dimensions (cm) - W x D x H
Packaging dimensions (cm) - W x D x H
Units per pallet

8 mm F
2.5 bar ~ 5 bar 

230 V | 50 Hz

1/3 Hp
R600a

38 kg | 39 kg
35 x 51 x 51
38 x 59 x 61

8

Direct Chill Ice Bank 
  √

Plastic coated galvanized steel

Chilled, ambient*, sparkling
95 L/hr‡

210 L‡

3 °C ~ 12 °C

  √

Forced ventilation

5 °C ~ 38 °C §

12 L | 7.5 kg

AISI 304 Stainless steel carbonator
Continuous delivery of sparkling water

1.4 L
  √

Energy consumption 4.3 A | 700 W

Accessories supplied as standard Schuko power cable

Technical specifications
Bar G 100

Key
√ - included as 
standard 
O - Optional

*Ensure T-joint is correctly fitted
‡ ∆T= 4 °C
§ Values may be affected by external factors. Higher performing alternatives available on demand

Pumps Professional booster pump

External cabinet

Dispensing
Refrigeration capacity
Continuous
Water outlet temperature

Adjustable temperature

Condensation method

Operating temperature

Ice bank capacity
Refrigeration system
Safety block due to water shortage

Inlets (push-fit)
Mains water pressure

Power supply voltage

Compressor power
Refrigerant gas

Unit weight | Shipping weight
Dimensions (cm) - W x D x H
Packaging dimensions (cm) - W x D x H
Units per pallet

8 mm F
2.5 bar ~ 5 bar 

230 V | 50 Hz

1/3 Hp
R600a

38 kg | 39 kg
35 x 51 x 51
38 x 59 x 61

8

Direct Chill Ice Bank 
  √

Plastic coated galvanized steel

Chilled, ambient*, sparkling
95 L/hr‡

210 L‡

3 °C ~ 12 °C

  √

Forced ventilation

5 °C ~ 38 °C §

12 L | 7.5 kg

AISI 304 Stainless steel carbonator
Continuous delivery of sparkling water

1.4 L
  √

Energy consumption 4.3 A | 700 W

Accessories supplied as standard Schuko power cable

Technical specifications
Bar G 100

Bar G
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350 mm 505 mm

ZERICA reserves the right to make changes without prior notice.

Technical drawings
Bar G 100


